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The STONE concept has been created to 
combine the basic perfection of the 
natural stone with the latest tech-
nologies and styles: STONEDESIGN is 
a project designed for indoor and 
outdoor spaces with a sophisticated 
and modern identity, and it is sui-
table also for heavy traffic areas.  
Fine porcelain unglazed tiles  

at their best.
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Chalk
Step back in time, when a black-
board and some chalks were  
a ticket to fantasy-land. 
Chalk. The colour of which 
dreams are made of.
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Matt - Chiselled 
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6 PRoduCT wiTh high ShAde  
ChRomATiC vARiATion

V 3  H I G H
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CH I S E L L E D
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Rope
The colour of wheat, the 
colour of a september’s 
sunrise, the colour of a 
rope: the rough elegance of 
a strong knot. 
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Matt - Chiselled 
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PRoduCT wiTh high ShAde  
ChRomATiC vARiATion

V 3  H I G H
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Here’s to the crazy ones. The misfits. 

The rebels. The troublemakers. The 

round pegs in the square holes. the ones 
who see things differently. They’re not fond 

of rules. And they have no respect for 

the status quo. You can quote them, 

disagree with them, glorify or 

vilify them. About the only thing you 

can’t do is ignore them. Because they 

change things. They push the human race 

forward. And while some may see them 

as the crazy ones, we see genius. Be-

cause the people who are crazy enough 

to think they can change the 
world, are the ones who do.

(S.J.)
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Cinnamon
old memories, firm and deli-
cate, new projects, stub-
born and electrifying.  
They taste like a cinna-
mon’s pinch.
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Matt - Chiselled 
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PRoduCT wiTh high ShAde  

ChRomATiC vARiATion
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CH I S E L L E D
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Ash
delicate, smooth, elegant. 
A grey tone, warmer than an 
autumn storm, lighter than 
a handful of ash. 

28

Matt - Chiselled 
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CH I S E L L E D
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CH I S E L L E D
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The details are not  

the details.  

They make the design.

Charles Eames
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Terratinta Ceramiche

for

LEED

R

LEED
Leadership in Energy and Environmental Design

The U.S. Green Building Council (USGBC)is the most important American association of 
industries in the building sector aimed at promoting methods of design and 
construction that lead to a signi�cant reduction or elimination of the negative 
impact that buildings have on the environment.

To enable concrete quanti�cation and correct monitoring of the degree of sustainabi-
lity achieved by a building project, in 1999 the USGBC established a certi�cation 
procedure called LEED (Leadership in Energy and Environmental Design).

The LEED credits certify the eco-sustainable requisites of projects which can 
“function” in a sustainable and autonomous way in terms of energy and which have a 
low-environmental impact throughout their life-cycle. 

The LEED system is based on the award of points for every single eco-sustainable 
requisite of a project, divided into several major areas:
    -sustainable construction sites
    -protection of water resources
    -energy e�iciency and use of renewable sources
    -storage, composition, and origin of construction materials and raw materials
    -indoor environmental quality
    -innovation in design.
Totalling up all the awarded points, the building obtains a certain eco-sustainable 
level. Terratinta Ceramiche, with Stonedesign project, has achieved 6 LEED points.

MR Credit 5.1 Regional Materials 10%                      (1 LEED point)
MR Credit 5.2 Regional Materials 20%                      (1 LEED point)
SS Credit 7.1 Heat Island E�ect – Nonroof                 (1 LEED point)
SS Credit 7.2 Heat Island E�ect – Roof                    (1 LEED point)
EA Credit 1   Optimize Energy Performance                 (1 LEED point)
EQ Credit 4.2 Low Emitting Materials – Flooring Systems   (1 LEED point)



60x60

30x60

15x60
 

10x60

5x60 

10x10

Mosaic 30x60

Mosaic 30x30  
(chip 5x5)

Mosaic 30x30  
(chip 2,5x5)

Step 30x60

Skirting 7x60

S i z e s  a n d  c o d e s

Chalk

TTSd0160n

TTSd0160Ch

TTSd0136n

TTSd0136Ch

TTSd0115n

TTSd0115Ch

TTSd0110n

TTSd0110Ch

matt

Chiselled

matt

Chiselled

matt

Chiselled

matt

Chiselled

matt

Chiselled

TTSd0105n

TTSd0105Ch

matt

Chiselled

matt

Chiselled

matt

matt

Chiselled

matt

Chiselled

TTSd0111n

TTSd0111Ch

TTSd01m36n

TTSd01m36Ch

TTSd01m5n

TTSd01gn

TTSd01gCh

TTSd01Bn

TTSd01BCh

TTSd01m2nmatt

Chiselled TTSd01m2Ch
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Rope Cinnamon Ash

TTSd0260n

TTSd0260Ch

TTSd0360n

TTSd0360Ch

TTSd0460n

TTSd0460Ch

TTSd0236n

TTSd0236Ch

TTSd0336n

TTSd0336Ch

TTSd0436n

TTSd0436Ch

TTSd0215n

TTSd0215Ch

TTSd0315n

TTSd0315Ch

TTSd0415n

TTSd0415Ch

TTSd0210n

TTSd0210Ch

TTSd0310n

TTSd0310Ch

TTSd0410n

TTSd0410Ch

TTSd0205n

TTSd0205Ch

TTSd0305n

TTSd0305Ch

TTSd0405n

TTSd0405Ch

TTSd0211n

TTSd0211Ch

TTSd0311n

TTSd0311Ch

TTSd0411n

TTSd0411Ch

TTSd02m36n

TTSd02m36Ch

TTSd03m36n

TTSd03m36Ch

TTSd04m36n

TTSd04m36Ch

TTSd02m5n TTSd03m5n TTSd04m5n

TTSd02gn

TTSd02gCh

TTSd03gn

TTSd03gCh

TTSd04gn

TTSd04gCh

TTSd02Bn

TTSd02BCh

TTSd03Bn

TTSd03BCh

TTSd04Bn

TTSd04BCh

TTSd02m2n TTSd03m2n TTSd04m2n

TTSd02m2Ch TTSd03m2Ch TTSd04m2Ch
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Chalk

30x60

15x60

Full range available in all colours

10x60

5x60

10x10

60x60

Mosaic 30X60 Mosaic 30X30 
(Chip 5X5)

Mosaic 30X30
(Chip 2,5X5)

LS1
13% /m2      5x60 cm
35% /m2    10x60 cm
52% /m2    15x60 cm

LS2
17% /m2  5x60 cm
33% /m2 10x60 cm
50% /m2 15x60 cm

LS3
20% /m2  5x60 cm
20% /m2  10x60 cm
60% /m2  15x60 cm

Laying Schemes / Listels 

3838
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60x60

30x60

15x60
 

10x60

5x60 

10x10

Mosaic 30x60

Mosaic 30x30  
(chip 5x5)

Mosaic 30x30  
(chip 2,5x5)

Step 30x60

Skirting 7x60

P A C K A G I N G

Pieces Sq.Mt Kg Boxes Sq.Mt Kg

4 1,44 30,40 30 43,2 912

8 1,44 30,40 32 46,08 972,8

12

15

34

50

11

6

6 1,08 23

1 21 60 60 1.260

63032,430211,08

1,08 23 40 43,2 920

0,90 19 40 36 760

1,02 20 40 40,8 800

0,50 10 50 25 500

11 1 19 30 30 570

mosaicnet srl reserves the right to modify packaging details on individual orders or on particular colours and/or sizes.

14 8,4ml 13,3

3939



T E C H N I C A L  F E A T U R E S

PySICAL-CHEMICAL PROPERTIES
PROPRIETà FISICO-CHIMICHE
PySISCH-CHEMISCHE EIGENSCHAFTEN
PROPRIéTES PHySICO-CHIMIqUES

STANDARD OF TEST
TIPO DI PROVA
TwESTNORM
NORME DU TEST

 REqUIRED VALUE    
 VALORE PRESCRITTO
 VORGESCHRIEBENER wERT
 VALEUR PRESCRITE

 PRODUCT VALUE
 VALORE PRODOTTO   
 PRODUKT wERTE
 VALEUR PRODUIT

dimenSionS

SiZeS

ABmeSSungen

dimenSionS

wATeR ABSoRPTion

ASSoRBimenTo d’ACQuA

wASSeRAuFnAhme

ABSoRPTion d’eAu

SuRFACe ReSiSTAnCe

ReSiSTenZA A FLeSSione

BiegungSFeSTigKeiT

RÉSiSTAnCe À LA FLeXion

BReAKAge ReSiSTenCe
SFoRZo di RoTTuRA
BRuChLAST
ReSiSTAnCe A LA RuPTuRe

SCRATCh ReSiSTAnCe 

ReSiSTenZA ALL’ABRASione PRoFondA

BeSTimmung deS wideRSTAndeS gegen TieFen veRSChLeiB 

RÉSiSTAnCe À L’ABRASion

CoeFFiCienT oF LineAR TheRmAL-eXPAnSion

CoeFFiCienTe di diLATAZione TeRmiCA LineARe

LineARe wÄRmeAuSdehnung

CoeFFiCienT LinÉAiRe de diLATATion TheRmiQue

TheRmAL ShoCK ReSiSTAnCe

ReSiSTenZA AgLi SBALZi TeRmiCi

TemPeRATuRweChSeLBeSTÄndigKeiT

RÉSiSTAnCe AuX ÉCARTS de TemPÉRATuRe

FRoST ReSiSTAnCe

ReSiSTenZA AL geLo

FRoSTBeSTÄndigKeiT

RÉSiSTAnCe Au geL

ChemiCAL ReSiSTAnCe

ReSiSTenZA Ai PRodoTTi ChimiCi

ChemiKALienFeSTigKeiT

RÉSiSTAnCe AuX PRoduiTS ChimiQueS

STAin ReSiSTAnCe oF ungLAZed mATT PoRCeLAin

ReSiSTenZA ALLe mACChie di PiASTReLLe non SmALTATe nATuRALi
FLeCKenBeSTÄndigKeiT von ungLASieRTen nATuR FLieSen
RÉSiSTAnCe AuX TACheS deS CARReAuX non emAiLLÉS nATuReL

 
BRiLLiAnCe

BRiLLAnTeZZA

gLAnZ

BRiLLAnT

CoLouRS ReSiSTAnCe To LighT

ReSiSTenZA dei CoLoRi ALLA LuCe

LiChTBeSTÄndigKeiT deR FARBen

RÉSiSTAnCe deS CouLeuRS À LA LumiÈRe

SLiP ReSiSTAnCe

ReSiSTenZA ALLo SCivoLAmenTo

RuTSChFeSTigKeiT

RÉSiSTAnCe À LA gLiSSAnCe

40

en iSo 10545-2

en iSo 10545-3

en iSo 10545-4

en iSo 10545-6

en iSo 10545-8

en iSo 10545-9

en iSo 10545-12

en iSo 10545-13

en iSo 10545-14

din 51094

din 51130 

din 51097 

d.m. 236/89 

B.C.R.

ASTm C1028 

F U L L  B O D Y  P O R C E L A I N  S T O N E W A R E
F L O O R  A N D  W A L L _ H E A V Y  C O M M E R C I A L _ I N  &  O U T



PySICAL-CHEMICAL PROPERTIES
PROPRIETà FISICO-CHIMICHE
PySISCH-CHEMISCHE EIGENSCHAFTEN
PROPRIéTES PHySICO-CHIMIqUES

STANDARD OF TEST
TIPO DI PROVA
TwESTNORM
NORME DU TEST

 REqUIRED VALUE    
 VALORE PRESCRITTO
 VORGESCHRIEBENER wERT
 VALEUR PRESCRITE

 PRODUCT VALUE
 VALORE PRODOTTO   
 PRODUKT wERTE
 VALEUR PRODUIT

dimenSionS

SiZeS

ABmeSSungen

dimenSionS

wATeR ABSoRPTion

ASSoRBimenTo d’ACQuA

wASSeRAuFnAhme

ABSoRPTion d’eAu

SuRFACe ReSiSTAnCe

ReSiSTenZA A FLeSSione

BiegungSFeSTigKeiT

RÉSiSTAnCe À LA FLeXion

BReAKAge ReSiSTenCe
SFoRZo di RoTTuRA
BRuChLAST
ReSiSTAnCe A LA RuPTuRe

SCRATCh ReSiSTAnCe 

ReSiSTenZA ALL’ABRASione PRoFondA

BeSTimmung deS wideRSTAndeS gegen TieFen veRSChLeiB 

RÉSiSTAnCe À L’ABRASion

CoeFFiCienT oF LineAR TheRmAL-eXPAnSion

CoeFFiCienTe di diLATAZione TeRmiCA LineARe

LineARe wÄRmeAuSdehnung

CoeFFiCienT LinÉAiRe de diLATATion TheRmiQue

TheRmAL ShoCK ReSiSTAnCe

ReSiSTenZA AgLi SBALZi TeRmiCi

TemPeRATuRweChSeLBeSTÄndigKeiT

RÉSiSTAnCe AuX ÉCARTS de TemPÉRATuRe

FRoST ReSiSTAnCe

ReSiSTenZA AL geLo

FRoSTBeSTÄndigKeiT

RÉSiSTAnCe Au geL

ChemiCAL ReSiSTAnCe

ReSiSTenZA Ai PRodoTTi ChimiCi

ChemiKALienFeSTigKeiT

RÉSiSTAnCe AuX PRoduiTS ChimiQueS

STAin ReSiSTAnCe oF ungLAZed mATT PoRCeLAin

ReSiSTenZA ALLe mACChie di PiASTReLLe non SmALTATe nATuRALi
FLeCKenBeSTÄndigKeiT von ungLASieRTen nATuR FLieSen
RÉSiSTAnCe AuX TACheS deS CARReAuX non emAiLLÉS nATuReL

 
BRiLLiAnCe

BRiLLAnTeZZA

gLAnZ

BRiLLAnT

CoLouRS ReSiSTAnCe To LighT

ReSiSTenZA dei CoLoRi ALLA LuCe

LiChTBeSTÄndigKeiT deR FARBen

RÉSiSTAnCe deS CouLeuRS À LA LumiÈRe

SLiP ReSiSTAnCe

ReSiSTenZA ALLo SCivoLAmenTo

RuTSChFeSTigKeiT

RÉSiSTAnCe À LA gLiSSAnCe

41

n ≥ 15 cm 
Length and width-Lunghezza e larghezza-Länge und 
Breite-Longueur et largeur ±0.6% 2.0 mm
Thickness-Spessore-Stärke-epaisseur ±5.0% 0.5 mm
Lineartity-Rettilineità spigoli-Kantengeradheit- 
Rectitude des arêtes ±0.5% 1.5 mm
wedging-ortogonalità-Rechtwinkligkeit-orthogon-
alité ±0.5% 2.0 mm
Flatness-Planarità-ebenflächigkeit-Planéité ±0.5% 2.0 mm

eb ≤ 0,5%

medium value 35 n/mm2 min.

sp. > = 7,5 mm: min 1300 n 
 
sp. < 7,5 mm: min 700 n

175mm3 max.

Testing method available 
metodica di prova disponibile 
Prüfuerfahren greifbar 
norme d’essais

Testing method available 
metodica di prova disponibile 
Prüfuerfahren greifbar 
norme d’essais

Required 
Richiesta 
gefordert 
Requise

Test method available
metodo di prova disponibile
verfügbare prüfmethode
methode d’essai disponible

Test method available
metodo di prova disponibile
verfügbare prüfmethode
methode d’essai disponible

no noticeable color change. 
non devono presentare apprezzabili variazioni di colore. 
die muster dürfen keine sichtbaren Farbveränderungen aufwei-
sen. 
ne doivent pas présenter de variations importantes des cou-
leurs.

if needed 
dove richiesto 
nach anforderung 
Si demande

Conforming 
Conforme 
erfüllt 
Conforme

Average/medio/mittelwert/
moyenne 
eb ≤ 0,1%

Conforming 
Conforme 
erfüllt 
Conforme

Conforming 
Conforme 
erfüllt 
Conforme

Average/medio/mittelwert/
moyenne 
<150mm3

6,2 mK-1

Resistant 
Resistente 
widerstandsfähig 
Résistants

Resistant 
Resistente 
widerstandsfähig 
Résistants

Resistant 
Resistente 
widerstandsfähig 
Résistants

Resistant 
Resistente 
widerstandsfähig 
Résistants

more or equal to that of marble and granite. 
maggiore o uguale a quella dei marmi e graniti. 
mindestens so dauerhaft wie der von marmor und 
granit.Supérieur ou égal à celui des marbres et 
des granits.

no alteration after testing 
materiale inalterato dopo il test 
Keine veränderung nach dem Test 
Aucune altération relevee

C O N F O R M I N G  T O  S T A N D A R D s _ c o n f o r m e  a  n o r m e _ g e m a s s  d e n  n o r m e n _ c o n f o r m e s  a u x  n o r m e s 
E N 1 4 4 1 1  I S O  1 3 0 0 6  A P P E N D I C E  G  G R U P P O I  B l a  u g l

V3
high variation
Alta variazione

matt finish: R10 / Chiselled finish: R11 

matt finish: A / Chiselled finish: A+B 

Test available
Prova disponibile
verfügbare Prüfungen
essai disponible



Notes





‘Stay hungry, stay foolish’.  
S.Jobs  1955-2011
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a brand of mosaicnet srl

Showroom and offices: 20, via Panaro 41042 Fiorano modenese(mo)iTALY    
Tel. +39 0536911408    Fax. +39 05361940223

www.terratinta.com          /TerraTinta Ceramiche     @TerraTinta_Cer


